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MANUFACTURER’S GUARANTEE

This is to certify that the above Caravan has been manufactured by The Cheltenham Caravan Company

imil inafter called  The Company ) and subject to the following Terms and Conditions is guaran-
teed against defective workmanship and material. In the event of any fault being disclosed in any part or
parts of the Caravan the Company undertakes for the period of 12 months from the purchase of the Caravan
by the Retail Purchascr to examine same and should any fault due to defective material or workmanship
be found on examination by the Company it will repair the defective part or supply free of charge (excluding.
any duties or taxes which may be payable) a new partin place thereof.

‘This Warraniy is limited to the delivery free at the Company's works of the part or parts in exchange for
those acknowledged by the Company to be defective.

TERMS AND CONDITIONS
(a) The Retail Purchaser shall personally sign the Warranty application form and register his name, address,
date of purchase, retail price paid, and model and serial number together with the name and address of the
authorised retailer .This Warranty cannot be assigned or transferred to anyone unless the Company’s
consent in writing has first been obained.
(b) That the Retail Purchaser is the first Retail Purchaser of the Caravan.
(c)_ That the caravan is used only for the Retail Purchasers private purposes and that any hiring out o
‘use in competitions shall be entirely excluded from such purposes.
(d) That on discovery of the defect the Retail Purchaser prompily returns the Caravan or the defective
part or parts 1o the Company’s works, {ransportation to be paid by the Retail Purchaser. The Retail Pur-
Ghaser shll pos to the Company's works on or before despatch of the Caravan or sueh part or pars ol
description of the claim and the reasons therefor.
(€) That the Retail Purchaser bears the expense incurred in removing or having removed or in replacing
or having replaced any part sent o the Company or in having ftted any part supplied i fieu thereof.

(f) That the full particulars of the serial number, date of purchase and authorised retailer from whom the
‘Caravan was purchased accompany the Caravan of any part or parts refurned to the Company.
(8) That the Caravan is located in the United Kingdom. This Warranty shall not apply to the Caravan
located outside the United Kingdo.

THIS UNDERTAKING SHALL NOT APPLY:—

@) Toany partor parts that have been damaged by fair wear and tear, neglect, accident, lack of maintenance
or by improper use of the Caravan. No free replacement or repair will be made where parts not of the
Company’s manufacture or selection have been ftted.

(i) Where the Caravan has been modified or altered outside the Company's works, or repaired outside
such works in such a manner as in the Company's sole opinion affects the roadworthiness, reliability or
‘weatherproofhess.

i) Where the identification numbers o otner marks on the Caravan have been altered or removed.
(iv) To paintwork or the results of condensation generally, as the effects of climatic conditions and periods
‘of exposure are incalculable. Without prejudice to the terms of this undertaking any complaints concerning
‘brought t0 the Company’s atten-

) To wheels, tyres, stoves, windows, furniture fttings, axes, hitches, road springs, gas and electrical
fittings, mattresses or any other proprietary parts not of the Company’s own manufacture although supplied
by the Company. Proprietary parts or articles arc covered by the Warranty (if any) given by the separate
‘manufacturers.

‘The Company gives no guarantee other than that stated herein and any Warranties, conditions, or guaran-
tees as to quality, or as to the fitness for the purpose for which the Caravans are sold, or as to any other
matter implied by Common Law, Statute or otherwise, are excluded.

‘The Judgement of the Company in all cases of claims shall be final and conclusive and the Retail Pur-
‘chaser agrees to accept its decision on all questions as to defects and to the exchange of any part or parts.
After the expiration of seven days from the despatch of the notification of the Company’s decision, the part
or parts submitted may be scrapped or returned carriage forward by the Company.

‘Nothing contained herein shall in any way be applicable to or impose any liability upon any Authorised
Retailer. Authorised Retailers dealing in the Company’s goods act as principals and are in no way legal
Agents of the Company, and have no authority to give any Warranty or to bind the Company, or to otherwise
actonits behalf.

‘The Company is solely responsible for the Undertaking hereby given and no person whatsoever has any
‘authority to vary the terms of such Undertakings in any way.

Forand on behalf of
CHELTENHAM CARAVAN CO. LTD.
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The Cheltenham Caravan Company welcomes you, as you join the ranks of
owners of Cheltenham caravans. We wish you to enjoy your caravan which is
built ‘for caravanners by caravanners’. We have been designing and using caravans
since 1919 and this handbook tells you how to look after yours so that it may
give years of satisfactory service.

Remember that it is a vehicle and thus calls for a small amount of regular main-
tenance. A new motorcar is given a free check for adjustments after being in use
for a short while and we believe that the same should apply to a caravan. So,
when you have been the owner for two months, or at 500 miles if this is reached
earlier, make an appointment with an authorised Cheltenham dealer. He will then
carry out at no cost, the services shown on the Free Service Voucher. If at any
time you require spare parts, write to "‘Spare Parts Department’” at the address
given on the back page. Always quote the Model and number (refer to the plate
on the drawbar shroud; we also ask you to note this on the stub on page 5). It is
important that a full description of what you require is given as often one part
may have several variations - we carry stocks of thousands of items so please be
explicit.

GENERAL OPERATING NOTES

VENTILATION

The Morlite is designed to give a light and airy atmosphere, affording super-
lative ventilation. It should only be closed completely when the van is on tow.
When the caravan is stationary it should always be at least a little open to
keep the interior cool; there is a large upstand of the roof around the roof-
light and a large overlap on the rooflight to prevent the ingress of rain. (In
extreme conditions of driving snow it may be necessary to close the Morlite.)
COOKER

The cooker should always be allowed to cool down before the lid is closed, :
otherwise warping may occur.

REVERSING

The reversing shoe is attached by means of a chain to the front of the towing
head. Place the shoe on top of the draw bar shaft between the towing head

and the towing head casting, thus preventing the overrun brakes from operating.
At the end of the manoeuvre remove the shoe.

RUBBISH

Rolls for rubbish bag holders. These are usually available through your
Cheltenham dealer or at many ironmongers, but they may be obtained from

the works if desired.
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MAINTENANCE

COUPLING ‘
Always keep a film of grease on the coupling ball. Regularly grease the sliding
shaft to which the coupling head is fixed. There are two grease nipples, one
being reached through the handbrake aperture in the shroud. Grease the brake
compensator (under the caravan floor in the centre).

Oil the safety-catch plunger, the several pivot points under the coupling assem-
bly, all hinges and the folding step if fitted.

With an old 1 inch paint brush, apply car engine ol to the threads of the corner
legs and the pivot points. Note that the legs are designed to steady the caravan
when sited and not to take the full weight.

JOCKEY WHEEL

The Jockey Wheel is lubricated on assembly. But note that, before towing away,
the handle should be turned in a clockwise direction as far as it will go. Then
raise the whole assembly, with the wheel pointing backwards, as high as it will
goand lock it i that position with the clamp screw on the side.

WHEELS

With the leg brace, check the wheel nuts for tightness. To remove a wheel, place
a low jack under the lower member of the triangulated chassis near the wheel,
where there is a vertical tying strut, and lower both legs on the opposite side of
the caravan. Remove the push-fit hub caps annually and check the grease. Do
NOT over fill. The independent suspension does not require the further lubri-
cation but should be inspected for wear after 12,000 miles towing. The

coil spring - hydraulic shock absorber units are carried in rubber bushes. These
require no lubrication but should be examined occasionally as they may eventually
perish.

BRAKES

To adjust the brakes, remove the wheel (see above) and line up the hole in the
face of the drum with the internal slotted adjuster. Approximately 7 o'clock
position on the near side and 5 o'clock on the off side. With a screwdriver turn
the “clicker'” until the brakes are fully on. Now turn back two clicks and the
wheel should spin freely. If necessary, adjust the handbrake position by means
of the nut and locknut in the stirrup at the forward end of the brake operating
rod. When the brakes are fully applied the handle should be approximately at
the fourth notch.

COACHWORK & FITTINGS

‘The waist-moulding s stainless and only needs polishing. Window frames are
aluminium alloy and should be kept polished with car body polish. If they have
been neglected use Morroware “Tri-glo” or a similar aluminium polish. The
internal panelling can be kept clean with a damp cloth and slightly soapy water.
The plastic treated roof lining may be washed gently with household detergent,
Upholstery should be dry cleaned.

Poor operation of gas lights and burners is often caused by dust in the jets.
Remove and blow them through. Examine flexible gas hoses regularly and if
doubtful replace. (Annual replacement is suggested.)

1fa refrigerator is installed it should be checked and cleaned annually by your
dealer. Examine the reducing valve washer each time a cylinder is changed.
Replace frequently.

Should you smell a gas leak, have it traced at once. If expert help is not available,
never use a lighted match but paint all joints with a soapy solution, to find the leak
LIGHTS

Check that all road lights are functioning.
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SERVICE VOUCHER

CHELTENHAM .. ............. Model Serial No ................
PUTChESEd 0N, & s s ais o5 5 3 6 s winies & 5 | e TTEY
* The Free Service of my ‘Cheltenham’ .. ............ . ..ccvuuuunn..

has been completed to my satisfaction

OWREFsiSIONAtUFE & s s usmimaz s s 5 86 s Sammags

* ONE FREE SERVICE within two months of purchase

Having carried out the Service on the above mentioned ‘Cheltenham’ to the
customer's satisfaction, we hereby claim the authorised payment.

SIgNAtUNE o ss w & v & 5 S onbehalfof ....................
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ELECTRICS

Connections between car and caravan are made by means o an international 7-pin
plug and socket. Fig (1) shows the colour code of the wiring of your caravan

and how the connections are made looking at the FACE of the plug. This is

of course the same as the car connections to the terminals of the socket as

viewed from the BACK of that socket. The method of numbering these ter-
minals has recently been changed by the manufacturer, and both markings are
given. Fig (11) shows the variation necessary when an electric reversing catch

is fitted. In this case it is most important that heavy-duty cable is used to

supply terminal 58L (or 58, old marking) of the socket, as any voltage drop

here might impair the solenoid operation.

Connecting
Terminals
Oid_| New
Marking|Marking
LH.
Lo Yellow| Lsa | L
Live  Blue 52 549
Both
stop  Red 54 54
lights
L.H. side
Black | 68 s8L
ATAl centre
RLH. side
No.Plate Brown [ 58 | 58R
Common i
Common white | 31 | 31
R.H.
BH e Green | msa| R
Connecting
Terminals
Fig (1) Face of Plug & Back of Socket Oid | New
Marking|Marking
L.H. 54 L
Fiasher Yolow | U
Live  Blue 52 549
Both
stop Red 54 54
lights
Revers-
ing Black | 58 s8L
Catch centre
Both
Sides,  Brown [ 58 | S8R
Rears &
No.Plate
Common
Earth  White | 31 a1
AH Green | RS54 | R
Flasher

Fig (1) Face of Plug & Back of Socket when operating
an Electric Reversing Catch.

When fluorescent lighting is fitted as standard, this is normally installed for
towing cars using a negative earthing system. Some manufacturers are still
using a positive earth. If this is so in your case, the connections to the
discharge tube fittings MUST be reversed.
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FREE SERVICE VOUCHER

‘\" WITHIN TWO MONTHS OF PURCHASE you may take
"QING cA“'ﬂ? advantage of this service by simply making an appointment
\\\\\ to take your caravan, together with this voucher to any
\ ‘Cheltenham’ dealer.- He will then arrange for the caravan
"\ to be serviced free of charge to you. In the course of this
service, the following schedule is observed.
Check, put right and oil or grease where necessary:
Springs, hubs, corner legs, wheel nuts, brakes, coupling and coupling bolts, tyre
pressure, jockey wheel, road lights, entrance doors, gas system, electric™ wiring
water pump, doors, drawers, and partitions - make sure all hinges, catches, and
bolts work properly, that no screws have worked loose. Check bed extension and
lids, windows and roof ventilator, cooker and plate rack, sink hose and plug, table,
refrigerator, mantles and globes.

*Your car may be required for this test but the dealer is not responsible for your
car wiring unless you have separately instructed him so to do.
When you collect your caravan after this work has been completed, you will be
asked to sign the form overleaf which verifies that the work has been executed to
your satisfaction and enables the dealer to claim payment from us for the service
carried out.
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THE CHELTENHAM CARAVAN CO.LTD.
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CHELTENHAM CARAVAN CO. LTD.

Antelope Works

205 Leckhampton Road
Cheltenham

Telephone : 53695 & 59296




